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MATERIAL SAFETY DATA SHEET

Information on this form is furnished solely for the purpose of compliance with the Occupational Safety and Mealth Act of ?970 ancl shall not be
used for any other purpose. Use or dissemination of ali or any part of this information for any other purpose may result in & violation of law orcon-

stitute grounds for legal action.

SECTION |

MANUFACTURER'S NAME EMERGENCY TELEPHONE NO,
713-473=8461

Shell Chemical Company

6%355§We'1{’f"?$i§°z'ac”’? 3. o sz@ﬁ, Houston, Texas 77001
CHEMICAL NAME AND SYNONYMS TRADE NAME SHELL SOL 360—EC

CHEMICAL FAMILY FORMUL A
.Hydrocarbon

SECTION It HAZARDOUS INGREDIENTS"®

LDQO LCSO
COMPOSITION » | SPECIES ORAL DERMAL CONCENTRATION HOURS
Solvents 100
SECTION {li PHYSICAL DATA
BOILING POINT ( °F) 318-344 SPECIFIC GRAVITY (H20=1) @ 60°F 0.760
VAPOR PRESSURE (mmHg) PERCENT VOLATILE
100°F 3.9 BY VOLUME (%)
VAPGR DENSITY (AIR=1) EVAPORATION RATE
4.8 ( n—-Bulc =1) 0.15
SOLUBILITY IN WATER
Insoluble

APPEARANCE AND ODOR
Water white liquid

SECTION IV FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Method used) FLAMMABLE LIMITS Lel Uel

105° TCC 1.0 6.0

EXTINGUISHING MEDIA ’ .
Exclude air- use foam, C02, dry chemicals

B’ECIAL FIRE FIGHTING PROCEDURES
0 not use water except as a fog.

UNUSUAL FIRE AND EXPLOSION HAZARDS

Treat as a combustible liouid

BOE-C6-0228098



MSDS - 782-1

SECTION V HEALTH HAZARD DATA

OF M SIE

e

THRESHOLD LIMIT VALUE

125 ppm (calculated)

OF OVEREXPQSURE
eslia -

EFFECT
Anest

eadache, nausea, dizziness, etc.

Liquid mildly to moderately irritating

to skin and eyes.

EMERGENCY AND FIRST A:D PROCEDURES . . .
REMOVE ViRt AhT réstore breathing if required.

Remove from skin with soap and

water.

st
Flush eyes with water for at least 15 minutes.

SECTION VI

REACTIVITY DATA

STABILITY
UNSTABLE

CONDiITIONS TO AVO:D

Open flames and sparks

STABLE X

INCOMPATIBILITY ;Materials to avoid)

Not applicable

HAZARULOCS DECOMPOSIT ON PRODUCTS

CO, CO, when combusted

CONDITIONS TO AVOID
HAZARDQUS MAY OCCUR
POLYMERIZATION
WilL NOT OCCUR X
SECTION Vil SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL 1S RELEASED OR SPILLED

Avoid open flame or spark sources.

Provide adequate ventilation.

WASTE DISPOSAL METHOOD

Evaporate or flush with water to an open, well-ventilated area.

Use 0il sewer if

available. Remove to container.

SECTION ViH

SPECIAL PROTECTION INFORMATION

RESPiIRATORY PROTECTION (Specify type)

Organic canister mask or air p;

ck as required

VENTILATION LOCAL EXHAUST

Desirable

SPECIAL

MECHANICAL (General)

OTHER

PROTECTIVE GLOVES
Normally not required

EYE PROTECTION
Conventional eye cover to gunard against

OTHER PROTECTIVE EQUIPMENT

unexpected splashing

SECTION IX SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Avoid open flames and spark sources.

Avoid splash

filling. Provide adequate ventilation.

Avoid excessive heat.

OTHER PRECAUTIONS

NAME D. M. Sheets

TTie Supervisor — Reg. Aff. - Chem. Prods.

COMPANY hell i .
‘S Chemlcal (‘nmpany PROCEDURES ARE NOT ADHERED TO AS STiPULATED IN THE DATA SHEET.
. TUR /&—- ADDIT!ONALLY, VENDOR ASSUMES NO RESPONSIBIL!TY FOR INJURY TO VENDEE
SIGNATURE OR TH!RD PERSONS PROXIMATELY CAUSED BY ABNORMAL USE OF THE MA-
YERIAL EVEN !'F REASONABLE SAFETY PROCEDURES ARE FOLLOWED. FURTHER-
DATE June 1974 MORE, YENDEE ASSUMES THE RISK IN HIS USE OF THE MATERIAL.

THE INFORMAT:ON CONTAINED HEREIN 1S BASED ON DATA CONSIDERED AC-
CURATE., HOWEVER; NO WARRANTY 'S EXPRESSED OR (MPLIED REGARDING
THRE ACCURACY OF THESE DATA OR THE RESULTS TO BE OBTAINED FROM THE
USE THEREOF.
VENDOR ASSUMES NO RESPONSIBILITY FOR INJURY TO VENDEE OR THIRD
PERSONS PROXIMATELY CAUSED BY THE MATERIAL IF REASONABLE SAFETY

BOE-C6-0228099



